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1. Introduction 

This document provides information to CBQ-NVQ Assessment Centres on the requirements for this 

mandatory level of independent assessment.  

The primary aim of the PPA is to ensure, through a system of quality control, that learners have valid, 

reliable and quality-assured evidence of their competence in the safety critical and technically critical 

aspects of the relevant qualification units.  

The PPA will also take into account the expected level of Learners attitude and behaviour traits to the 

works/assessment criteria.  

The Highway Electrical sector includes a number of different functional areas and occupational 

competencies. The qualifications are so written that associated learner evidence depends on the specialist 

part of the sector they are working within.   

The PPA applies to both the level 2 and the level 3 qualification. 
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2. Applicability of the PPA to CBQ-NVQ Levels 2 and 3 

CBQ-NVQ Level 2 

For the CBQ-NVQ Level 2 there are three options for a provider to implement, where the PPA applies (see 

the CBQ-NVQ Workbook Summary Sheet). These are:  

i. Using an existing level 3 PPA assessment facility (following level 2 certification parts) 

ii. A record and declaration by another assessor from direct observation in the workplace (for faults, 

install and connections) and professional discussion for the emergency works 

iii. A 100% Internal Verification of the assigned (normal) assessor’s observation (for faults, 

connections) and professional discussion (for emergency work) either in person or using unedited 

video evidence or audio recording  

Level 2 learners carrying out Inspection and Testing for the Addition or Alteration to an Installation only, 

must also be assessed against the PPA under option (i) above.  

The assessment result sheet must be sent to the HESA for Moderation.  

Where option (i) is chosen – or for Inspection and Testing for the Addition or Alteration to an Installation, 

there must be a HESA (formerly HESA / Lantra Awards) certificate to evidence the successful completion 

of the PPA  

Level 2 Inspection and Testing for the Addition or Alteration to an Installation  applies to those operatives 

who complete an initial inspection and testing on a single-phase installation for the addition and alteration 

for a single item of electrical equipment to an installation that does not extend to the provision of a new 

circuit (must hold HERS Test07 and HESA course 717 certification as specified within the Highway 

Electrical Training Specification).  
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CBQ-NVQ Level 3  

The level 3 PPA assessments must be carried out at an independent approved assessment centre (see 

also Clarification below).  

To complete the qualification there must be a Highway Electrical Skills Academy (HESA) (formerly HESA / 

Lantra Awards) certificate to evidence the successful completion of the PPA 

Clarification  

Emergency Attendance   

Emergency Attendance can cover a range of activities, or just one (or more activities) – e.g. a client 

determines a cover plate missing as an emergency attendance, equally a knock down (RTI) would also be 

classed as an emergency attendance.    

Given that this is process driven, demonstration by a learner that they understand and can apply a logical 

process, together with appropriate CBQNVQ workbook evidence should demonstrate their competence. 

This can be achieved by setting a scenario and through question and answering, based on the Learners 

organisational process and procedures.  

The PPA centre assessor should be aware of these processes and procedures to ensure the Learner has 

demonstrated a clear account of the required steps and processes  

The level of Emergency Attendance assessment follows current practices for emergency attendance 

assessment.   

Initial and Periodic Inspection and Testing Accreditation of Prior Achievement (APA)  

In order to recognise appropriate APA, any learner with a verifiable certificated Level 3 Electrotechnical 

NVQ which includes the Achievement Measurement 2 (AM2 or AM2S) or Final Integrated Competence 

Assessment (FICA), will not have to take the Highway Electrical PPA in full. Such learners will have to:  

• Show they have knowledge and understanding of highway electrical systems through a recorded 

professional discussion including PME Systems and the inclusion of fault finding where the specific 

unit is registered for that learner – either by an independent assessor or by their usual NVQ 

assessor – the latter must be internally quality assured, and 

• where the Level 3 Unit covering Emergency Work is required, Emergency Work must be 

independently verified through professional discussion by an independent assessor from an 

approved PPA centre 

A certificate identifying the AM2 equivalence exclusion from the full PPA plus Emergency attendance, 

where this Unit is required, will be awarded to successful Learners 

 

3. The Independent Assessment Centre  
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An Independent Assessment Centre is one that:  

a. is independent of a learner’s normal place of on /off-the-job learning but can include site working 

b. is sector specific (e.g. public lighting, traffic signals, communications, cameras or other specialist 

area) 

c. meets the criteria for assessment in terms of Health & Safety, tools, equipment, commercial 

conditions, and location as set out and approved by the HESA Provides simulated conditions 

approved by the HESA   

The Independent Assessment Centre will provide facilities for activities using tools and equipment which 

model those found in the real workplace.   The centre will also facilitate assessment of the learner’s ability 

to apply knowledge to the practical work (applied knowledge) that they are being asked to do.  This will 

most likely be by approved forms of questioning.   Therefore, the independent assessor will be assessing 

both the learner’s skill and knowledge. The independent assessor is an appropriately qualified and 

occupationally competent assessor, who is not involved in the learner’s CBQ-NVQ assessment, other than 

through the PPA.  

Whilst the assessment is carried out by the independent assessor, the specification of the assessment in 

terms of its requirements, the areas to be covered and the marking system will be independently verified 

and meet approved criteria previously agreed with the overseeing authority and administered by the 

Highway Electrical Skills Academy.   

The PPA can be carried out within a PPA facility at an existing approved Lantra Awards CBQ-NVQ Centre 

or as a completely separate facility – in either case approved by the HESA. Each PPA Centre is treated as 

a satellite centre of the HESA for administrative purposes. The approved facility must meet the following 

requirements:  

a. Be appropriate for carrying out the required practical tests. 

b. Be sited so that interruptions or distractions do not inhibit confidentiality or freedom of assessment. 

c. Not used for any other purposes other than PPA assessment  

The installation should include a range of highway electrical systems, components and circuits appropriate 

to the assessment. The installation is designed to assess a learner’s proficiency in particular aspects of 

highway electrical work, to include isolation, fault diagnosis, inspection and test at Level 3. 

The PPA installation must include an emergency stop/isolation switch, which can be easily accessed and 

applied without obstruction  

. 
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Part 1 

Safety-Critical Assessment Components (Target time 3 hours)  

Part 1 of the PPA requires Learners to demonstrate occupational competence in accordance with, current 

applicable legislation, and approved industry best working practices. The target time given must not be 

exceeded by more than 10%.  

a. Isolation of Electrical Equipment (20mins)  

Each learner prior to the commencement of the works will be required to demonstrate the safe 

isolation of the assessment area and the isolation of individual circuits to ensure and to verify that 

they are safe to work on.  

 

b. Emergency Works (30mins) (If relevant CBQ-NVQ Unit selected)  

Learners should have described to them, either in descriptive writing or with the aid of photographs, 

a scenario of a “typical” emergency call-out situation (other than a door or other component 

missing). The learner will be required to complete an assessment of safe working practice (risk 

assessment) sheet together with a method statement for making the situation safe, in order to 

demonstrate the application of knowledge. Suitable questioning will also be used where appropriate 

to establish the level of underpinning knowledge.  

 

c. Fault Diagnosis (60mins)  

Learners will be required to diagnose and locate a range of faults, with a minimum of 3, these are 

introduced to the circuits by the assessor, selected from a range of documented common faults. For 

the specific system types. See part 6.1 Additional Specialist Assessment Criteria  

 

d. Inspection and Testing (90mins)  

Each Learner will be required to carry out a visual inspection of the installation and establish 

whether the results are acceptable; and carry out prescribed pre-commissioning electrical 

installation tests in accordance with relevant parts of BS7671, associated guidance and industry 

guidance. Each Learner will be supplied with the necessary instructions, a copy of the relevant 

industry guidance and test result sheets. Test instruments should also be available – preferably the 

learner’s own; but the centre should have “standby” equipment available.  

 

e. Aspects of Health & Safety (integrated into a-d above) 
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Part 2  

Technically Critical Assessment Components  

Part 2 of the PPA requires Learners to demonstrate their underpinning knowledge and applied knowledge 

on a range of sector related highway equipment. Usually this would be carried out and assessed as tasks 

integrated into Part 1  

f. Termination of cables and conductors   

Each Learner will be required to terminate cables and conductors as particular to the associated 

sector specialism  

 

g. Application and Connection of Highway Electrical Wiring Systems and Equipment  

Each learner will be required to explain the application and connection of highway electrical wiring 

systems and equipment (e.g. short circuit and overcurrent protective systems; earth leakage 

protective systems)  

 

h. Interpretation of technical specifications and diagrams/drawings/plans  

Each Learner will be required to explain and correctly interpret specification documents, to enable 

the determination of system/unit operation.  

 

i. Functional Testing (and Commissioning)  

After the installation, inspection and correct testing each learner will be required to demonstrate that 

circuits selected by the assessor from a prescribed list operate correctly by a series of functional 

testing.   

Functional Testing may have been completed as part of Part 1 c, where after the rectification of a fault 

functional testing would be required to prove the correct operation of the system    

Where applicable, the correct commissioning of the system/unit in isolation/part or as a larger system will 

be required. This may include full system operation to system/unit specification   
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4. Levels of Certification and Scope  

Level 3 Certification  

Level 3 certification award is in full, which consists of:  

• Part 1 a, d and e with optional (b), (c) if the relevant CBQ-NVQ Unit and applicability to the sub-

sector applies 

• Part 2 f to i  

Level 2 Certification  

Level 2 certification can be in part or in full which would consist of:  

• Part 1 a and / or b and / or c and/ or e (applicable to parts assessed) 

• Part 2 g to i  

Level 2 Certification - Inspection and Testing for the Addition or Alteration to an Installation   

Level 2 certification can be in full which would consist of:  

• Part 1 a, d, e 

• Part 2 f, h, i  

Each learner will be required to carry out prescribed electrical inspection and testing and record the results 

in accordance with national standards. Each learner should satisfy the Assessor that they understand the 

limits of their work. 
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5. Items that the Learner brings with them on the day  

Learners shall attend the PPA with the items listed below, where applicable.  A current calibration certificate 

must accompany all test equipment: 

Item L2 L3 L2 Elec*  Centre 

Photographic evidence of identity Y Y Y  

Appropriate PPE Y Y Y  

Basic tool kit Y Y Y Y 

Test Lamp/Voltage indicator  Y Y Y Y 

Continuity Tester  Y Y Y 

Insulation Resistance Tester  Y Y Y 

Earth Fault Loop Impedance Tester  Y Y Y 

Inductance Meter (where applicable)  Y Y Y 

Current edition of relevant HEA Guidance or IET “On 
Site Guide” / IET GN 3 

 Y Y Y 

Current edition of BS7671   Y Y Y 

     

Handset or Laptop for equipment interfacing/sector 
and equipment specific (where appropriate)  

 Y Y Y 

Blank Risk Assessment Sheet Y Y Y Y 

Your Organisation’s risk assessments and method 
statements (incl. organisation’s procedures for 
Inspection and Testing) for each of the PPA 
assessment tasks 

Y Y Y  

Inspection and Test Record sheets  Y Y Y 

 

O = Optional 

Y = Yes, required 

*- Inspection and Testing for the Addition or Alteration to an Installation 

At the end of the assessment, the Assessment Recording Sheets are sent to the HESA for marking and 

certification.  The learner and employer will be notified of the result within approximately 4 weeks of the 

date of the assessment. 
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6. Planning Learner PPA with PPA Centre  

The CBQ/NVQ centre is required to contact a PPA Centre of their choice, a full list of centres is held on the 

http://downloads.thehea.org.uk/index.php/hers/hers, PPA folder.  

The CBQ/NVQ centre must follow and meet the PPA centre requirements for Learner 

nomination/notification.  

The CBQ/NVQ centre Internal Qualification Assessor (IQA) must be satisfied that the proposed Learner is 

ready and able to attend the PPA, and that the Learner has been fully informed on the PPA context and 

expectations including the completion of the Learner PPA Check List – ref PPA Information and Centre 

Guidance - Highway Electrical Association (thehea.org.uk) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://thehea.org.uk/hers_resources_categories/ppa-centre-guidance-and-information/
https://thehea.org.uk/hers_resources_categories/ppa-centre-guidance-and-information/
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For further information contact: 

The Highway Electrical Skills Academy 

c/o HEA, Highdown House 

Littlehampton Road 

Ferring 

West Sussex 

BN12 6PG  

(01903 705140) 


